Qualified Vendors List (QVL) Standard table for user manual

ocket support (O

Vendor Part No. Size bS/Dy  CL Chip No. Chip Brang A B* | Cr
Kingston KHX8500D2/512 EFZRI:/IZBNGG SS| N/A Heat-Sink Package Kingston Pass | Pass| N/A
Kingston KVR1066D2N7/512 EFZT/IZB]-OGB SS| N/A E5108AJBG-1J-E Elpida Pass | Pass| N/A
Kingston KHX8500D2K2/1GN EFZRI:/IZBNGG SS| N/A Heat-Sink Package Kingston | o c<| pass| n/a
Kingston KHX8500D2K2/2GN |DDR2 1066 1G| DS| N/A Heat-Sink Package Kingston Pass | Pass| N/A
Kingston KHX8500D2/1G DDR2 1066 1G| DS| N/A Heat-Sink Package Kingston Pass | Pass| N/A
Gimonda HY864T125(3:O20EU-19F- DDR2 1066 16| S| 6 HY818T51280103CF19FFSSZ43 Qimonda| e | pass| nua
Corsair CM2X1024-8500C5 |DDR2 1066 1G|DS| N/A Heat-Sink Package Corsair Pass | Pass| N/A
Corsair CM2X1024-8500C5D |DDR2 1066 1G| SS |5-5-5-15 Heat-Sink Package Corsair Pass | Pass| N/A
Transcend| TX1066QLJ-2GK1GB |DDR2 1066 1G| DS 5 Heat-Sink Package Transced Pass | Pass| N/A
Transcend TX1066QLU-2GK 2D(|33('l?<|2t icf)GZ? SS 5 Heat-Sink Package Transced Pass | Pass| N/A
ocz OCZ2N1066SR2DK ?gﬁ (1)?62? DS |5-5-5-15Heal-Sink Packade(EPD) | OC2 | pass|wia
GEIL GE22GB1066C5DC |DDR2 1066 1G| SS 5 Heat-Sink Package GEIL Pass | Pass| N/A
G.SKILL F2-8500CL5D-2GBPK 2D(‘?;T<|2t ]c.)chBZ? DS [5-5-5-15 Heat-Sink Package N/A Pass | Pass| N/A
G.SKILL F2-8500CL5D-4GBPK 5GD(T<|2t ]c.)chBZ? DS [5-5-5-15 Heat-Sink Package N/A Pass | Pass| N/A
G.SKILL F2-8500CL5S-1GBPK [DDR2 1066 1G| DS |5-5-5-15 Heat-Sink Package G.SKILL Pass | Pass| N/A
Kingbox EP512D21066PS E:LDZF\I:/IZB]-OGG SS| N/A 6QD22D9GCT Micron Pass | Pass| N/A
AENEON | AXT760UD00-19DC97X|DDR2 1066 1G| DS 5 Heat-Sink Package AENEON Pass | Pass| N/A
Crucial BLlZSMéﬁé())GA'BFES ?g(ll?t ](;262? SS|5-5-5-15 Heat-Sink Package Crucial Pass | Pass| N/A

A* : Supports one module inserted in any slot as Single-channel memory configuration
B* : Supports one pair of modules inserted into either the yellow slots or the black slots as one pair of Dual-channel memory

C* : Supports 4 modules inserted into both the yellow and black slots as two pairs of Dual-channel memory configuration
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